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			                       0807-CycCS-DS

MECHANICAL
Size: 1.75” H, 17” W, 10.5” D
Weight: 	

ENVIRONMENTAL
Operating Temperature: 50 to 122 F (10 to 50 C)
Storage Temperature: -40 to 185 F (-40 to 85 C) 
Humidity: 5% to 90% (Non-condensing)
Enclosure: Powder-coated steel 

POWER
Operating Voltage: Universal AC, 100-240 VAC
Power Frequency: 50-60 Hz/ 0.7 A max 
Operating System:
CPU: PowerPC MPC859@133 MHz
Memory: 128MB SDRAM/128 MB flash
Interfaces: 1 Ethernet 10/100BT on RJ-45, 1 RS -232 console 
on RJ-45, 2 RS -232 DTE on RJ-45 for power manager or external 
modem, 1 V.92 internal modem on RJ-11, 4 or 8 RS-232 serial ports 
on DB-9, 4 or 8 KVM ports on RJ-45
Dual PC Card Slots Supporting: Secondary Ethernet, wireless 
Ethernet, GSM, CDMA, GPRS, ISDN, fiber optic, data storage

STANDARDS
Approved Agency: FCC Part 15 Class A, EN55022, Class A (CE), 
EN55024, UL/cUL, TUV/GS, Japan VCCI V3/2003.4, BSMI,CB 
Scheme (IEC 60950), MIC, S-Mark, ICES-03,-Tick, Solaris Ready™

PART NUMBER	 MODEL	 DESCRIPTION

ATP7441 	 Cyclades OnSite 441 	 4 console ports and 4 KVM ports 		

		  1 remote and 1 local user 

ATP7841 	 Cyclades OnSite 841 	 8 console ports and 4 KVM ports 		

		  1 remote and 1 local user 

ATP7881 	 Cyclades OnSite 881 	 8 console ports and 8 KVM ports		

		  1 remote and 1 local user 

ATP7882 	 Cyclades OnSite 882 	 8 console ports and 8 KVM ports		

		  2 simultaneous remote KVM users or 	

		  1 remote and 1 local user 

ATP4610 	 Cyclades KVM Terminator PS/2 

ATP4620 	 Cyclades KVM Terminator Sun USB 

ATP4630 	 Cyclades KVM Terminator USB PC 

ADB0036 	 Adapter, DB-9 female to RJ-45 female crossover 

CAB0036 	 Cable DB-9 female to RJ-45 male crossover 6 feet 

CAB0286 	 Cable DB-9 female to DB-9 female crossover 6 feet 

Devices connected to the Cyclades OnSite appliance can be 
centrally managed through DSView® 3 management software.

WARRANTY
Two Year
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